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 1. Shut o� water supply to tank. Flush tank and sponge out remaining 
water. Remove old �ll valve assembly

 2.  Carefully remove CONE WASHER from center of SHANK WASHER. 
Place SHANK WASHER on THREADED SHANK of new VALVE. Place 
�at surface against VALVE.

 3.  When installed,  the CRITICAL LEVEL MARK on the FILL VALVE 
should be at least 1” above the top of the OVERFLOW PIPE. 

 4.  To adjust the height of the FILL VALVE, twist the THREADED SHANK 
in or out of VALVE body. The height of the VALVE adjusts from 225mm
to 330mm. 

 5.  Position VALVE inside tank. Push down on the VALVE SHANK (not 
the TOP) while tightening LOCK NUT. Hand tighten only. DO NOT 
OVERTIGHTEN or tank may crack. Make sure FLOAT CUP does not 
touch toilet tank walls, trip mechanism or FLUSH VALVE.

 6.  With correct WASHERS in place  tighten COUPLING NUT. 
Hand tighten only. DO NOT OVERTIGHTEN.    CAUTION: DO NOT USE 
CONE WASHER WITH PLASTIC SUPPLY LINE. 
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 1. Shut o� water supply to tank. Flush tank and sponge out remaining 
water. Remove old �ll valve assembly

 2.  Carefully remove CONE WASHER from center of SHANK WASHER. 
Place SHANK WASHER on THREADED SHANK of new VALVE. Place 
�at surface against VALVE.

 3.  When installed,  the CRITICAL LEVEL MARK on the FILL VALVE 
should be at least 1” above the top of the OVERFLOW PIPE. 

 4.  Position VALVE inside tank. Push down on the VALVE SHANK (not 
the TOP) while tightening LOCK NUT. Hand tighten only. DO NOT 
OVERTIGHTEN or tank may crack. Make sure FLOAT CUP does not 
touch toilet tank walls, trip mechanism or FLUSH VALVE.

 5.  With correct WASHERS in place  tighten COUPLING NUT. 
Hand tighten only. DO NOT OVERTIGHTEN.    CAUTION: DO NOT USE 
CONE WASHER WITH PLASTIC SUPPLY LINE. 
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 1. Shut o� water supply to tank. Flush tank and sponge out remaining 
water. Remove old �ll valve assembly

 2.  Carefully remove CONE WASHER from center of SHANK WASHER. 
Place SHANK WASHER on THREADED SHANK of new VALVE. Place 
�at surface against VALVE.

 3.  When installed,  the CRITICAL LEVEL MARK on the FILL VALVE 
should be at least 1” above the top of the OVERFLOW PIPE. 

 4.  Position VALVE inside tank. Push down on the VALVE SHANK (not 
the TOP) while tightening LOCK NUT. Hand tighten only. DO NOT 
OVERTIGHTEN or tank may crack. 

 5.  With correct WASHERS in place  tighten COUPLING NUT. 
Hand tighten only. DO NOT OVERTIGHTEN.    CAUTION: DO NOT USE 
CONE WASHER WITH PLASTIC SUPPLY LINE. 
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1 . Remove old �ush valve, including 
ftank ball unit.

2  . When installed, the top of the over�ow pipe 
on the new �ush valve should be at 
least 1" below the hole in the tank where the 
tank �ush lever is mounted. If necessary, cut 
the over�ow pipe with saw to achieve this 
height. The critical level mark on the �ll valve 
(identi�ed by a C.L. mark on the 
Fill Valve) should be at least 1" above the top of
the over�ow pipe.

3 .  Install new �ush valve. Tighten lock nut 1/2 
turn beyound hand tight. DO NOT 
OVERTIGHTEN or tank may crack. 

4 .  Slide new rubber gasket 
onto threaded end of �ush valve.

5.  Place tank back on bowl so that 
tank-to-bowl gasket �ts evenly. Level tank
and bowl.

6 .  Reconnect tank to bowl with bolts, 
washers and nuts. Tighten bolts evenly, DO 
NOT OVERTIGHTEN or bowl may crack.
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1 . Remove old �ush valve, including 
ftank ball unit.

2  . When installed, the top of the over�ow pipe 
on the new �ush valve should be at 
least 1" below the hole in the tank where the 
tank �ush lever is mounted. If necessary, cut 
the over�ow pipe with saw to achieve this 
height. The critical level mark on the �ll valve 
(identi�ed by a C.L. mark on the 
Fill Valve) should be at least 1" above the top of
the over�ow pipe.

3 .  Install new �ush valve. Tighten lock nut 1/2 
turn beyound hand tight. DO NOT 
OVERTIGHTEN or tank may crack. 

4 .  Slide new rubber gasket 
onto threaded end of �ush valve.

5.  Place tank back on bowl so that 
tank-to-bowl gasket �ts evenly. Level tank
and bowl.

6 .  Reconnect tank to bowl with bolts, 
washers and nuts. Tighten bolts evenly, DO 
NOT OVERTIGHTEN or bowl may crack.
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7.  To �t Cable/Button press release and
 unscrew and remove lock nut

8 .  Locate button in hole where original 
lever was removed from. This can be 
on the top, side or front of tank. Screw 
on lock nut and cable attachment. 
Tighten lock nut to avoid twisting.


