
 
 
Basin  & Pedestal/Semi Pedestal 
 
Fitting Instructions 
 
 
 
                                         Before starting any installation project please consider the following: 
                                         Prior to drilling into walls, check there are no hidden electrical wires  
                                         or cables or water supply pipes with the aid of an electrical detector. 
                                         If you use power tools do not forget: 
 
                                         - Wear eye protection 
                                         - Unplug equipment after use 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Please keep these instructions for future reference and request of replacement parts 



      Mark the position of the bolt/screw holes with a pencil.   

The basin is secured to the wall using either screws or a bolt hole fixing kit (NOT SUPPLIED WITH 
EVERY BASIN). 



Where bolt hole fixing system is used. 



- For bolt hole fixing kit. 

For screw fixing: 
 
• Drill the wall at the position marking the screw holes and use the appropriate fixing 
  for the wall type. 



Screw fixing holes 



Secure  the basin to the wall following the steps on previous pages for the bolt hole 
Or screw fixing types.  

For screw fixing holes: 



For horizontal semi-pedestal fixing: 
 
Where fixing brackets are supplied. 
 
Caution: Care should be taken when drilling into walls and floors to avoid any sunken wires  
or pipes. The fixings supplied with this pack are for solid walls only. Plasterboard or stud walls 
may  require specialist fixings (NOT SUPPLIED). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Pedestal. 
 
1. Place the pedestal under the basin and mark the position of the screw holes and other edge  
      of the pedestal. 
2. Secure the brackets using the hexagonal head screw and washers, the plastic plugs are for use 
      when fixing to solid walls. 
3. Replace pedestal into position and secure using countersunk head screws and caps. 
 
 
NOTE: semi-ped is not a load bearing fixture after installation. Ensure specified fixing for  
washbasins are used.  
 
 
Technical Data 
 
 
 
 
 
 
 
 
  Drill          Plastic plug    Hexagonal head    Washers       Countersunk head  Cap covers    Fixing brackets       
Ø10mm       S10 2-off         screws 6x50mm        2-off             screws 5x50mm       & bushes             2-off 
                                                        2-off                                             2-off                         2-off  



Aftercare Instructions. 
 
Your fitting has a high quality finish and should be treated with care to preserve the visible surfaces. 
 
All surface finishes will wear if not cleaned correctly, the only safe way to clean your product, is to  
wipe  with a soft damp cloth. Stains can be removed using washing up liquid. All bath cleaning powders 
and liquids can damage the surface of your fitting even the non-scratch cleaners. 
 
Guarantee. 
 
All products are manufactured to the highest standards and a 25-year guarantee covers any defect in 
manufacture. 
 
 
 
 
 
 
 
 
 
Contact Details. 
 
If you require further assistance please contact Heritage Sales and Technical Enquiries: 
 
Sales :             0844 701 8501 
Technical:       0844 701 8503 
 
Email:      Technical@heritagebathrooms.com 
Website:  www.heritagebathrooms.com 
 
 
 
 
 
Heritage Bathrooms 
Unit 6 Albert Road 
St Philips Central 
Bristol 
BS2 0XJ 
 
 
(HFI BAS PED – SEMI PED )                                   (REV D4) 

mailto:Technical@heritagebathrooms.com
http://www.heritagebathrooms.com/

