skylo universal
4 in 1 float valve

A

WARNING

We shall not be responsible or liable for any failure
of, or damage to, this plumbing product caused
by the use of chlorine/bleach cleaners or related

products added to the tank water. Use of such
products will void the warranty and may result in
product failure, possibly causing property damage.
Do not over tighten plastic nuts and always turn
off water supply when installing / removing toilet
cistern parts.

Adjustment o
Screw

Diaphragm
= Wheel

Critical Level

Please note: Save this instruction sheet for future reference
IMPORTANT: DO NOT use plumber’s putty to seal this fitting

For more information please contact:

VIVA Sanitary
Units 1-2 Capitol Trading Park, Kirkby Bank Road

Knowsley Industrial Estate, Liverpool, L33 7SY

Tel: 0151 546 0531 Fax: 0151 549 4187
E-mail: sales@vivasanitary.co.uk
www.vivasanitary.co.uk

INSTALLATION INSTRUCTIONS

TROUBLESHOOTING

E Bottom Entry

Determine whether thread size
required is 1/2" (15mm) or 3/8"
(10mm).

A thread can be connected to
the side or bottom of the valve
for either side or bottom entry
installations.

To connect, screw the selected
thread into the sprung loaded
opening ensuring this is fully
secure but not over tightened.

Turn off water supply and set
access wheel to unlock.

Lift the top assembly away from
the valve holding the arm.

If you require a bottom entry
installation, measure the height
of your cistern so the valve can
be set to the correct height.

To adjust the height twist the
valves base 1/8 turn clockwise
and then adjust height to the
correct level. For side entry
installation we recommend
adjusting to smallest size.

Once the correct height is
achieved, twist the base back
1/8 turn anticlockwise. At this
point the valve is ready for
installation.

Remove the plastic washer and
nut from the thread and place
the valve In the correct position
inside the cistern ensuring the
conical rubber seal sits evenly
inside the hole.

Secure the valve to cistern by
replacing the plastic washer
and screwing the nut to the
thread. Do not over tighten.

180° Float
)\ Rotation

The valve has a float rotation
system, allowing the float to
be rotated 180°. This is really
beneficial if space is an issue.

The water level can be
adjusted by turning the
adjustment screw (clockwise
for more water, anticlockwise
for less water).

The float is also protected by a float shield,

Turn water supply on and off
to clear any debris. Hold a
cup over top to prevent any
splashing.

Remove diaphragm washer and
clean with water or replace.

Re-insert diaphragm washer.

Refit top assembly complete
with diaphragm

Installation videos and further
information available now.

#  Available on the

so there is never any restriction to the float
movement, even when the valve is touching
another component or the cistern wall.

¢ App Store





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 15%)
  /CalRGBProfile (Adobe RGB \0501998\051)
  /CalCMYKProfile (Euroscale Coated v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 1
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 350
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 600
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.60000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /CreateJDFFile false
  /Description <<
    /FRA <>
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /ENG (printing.com Litho Euro)
    /ENU (Printing.com PDFs for litho printing. Requires Acrobat and Reader 5 \(or later\) to view PDFs.)
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.276 841.890]
>> setpagedevice


		2014-06-22T18:42:44+0100
	Preflight Ticket Signature




