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FLUSHING Metro Rapid Siphon Range

METRO SQUARE SIPHON METRO OBLONG ADJUSTABLE
6 / 7 / 9 LITRE FLUSH SIPHON

METRO D-SHAPED SIPHON METRO ROUND SIPHON

CODES FOR SQUARE SIPHON

7.5” - DSY 7925 9.5” - DSY 8225

8” - DSY 8025 10” - DSY 8338

9” - DSY 8125 10.5” - DSY 8438

CODES FOR D-SHAPED SIPHON

7.5” - DSD 7125 9.5” - DSD 9425

8” - DSD 8225 10” - DSD 1538

9” - DSD 9325 10.5” - DSD 1638

CODES FOR OBLONG SIPHON

7.5” - DSY 8725 9” - DSY 8925
8” - DSY 8825 9.5” - DSY 9025
8.5” - DSY 8875 10.” - DSY 9138

10.5” - DSY 9238

CODES FOR ROUND SIPHON

7.5” - DSY 7125 9” - DSY 7325
8” - DSY 7225 9.5” - DSY 7425
8.5” - DSY 7275 10.” - DSY 7538

10.5” - DSY 7638
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LOW LEVEL CISTERNS

CLOSE COUPLED CISTERNS

METRO SIPHON TROUBLE - SHOOTING

After completing stage 1 as for low level cisterns

place the close coupling plate over the

threaded tail of the siphon,

before completing stages 3 and 4.

E Base of
Cistern

Plate

Back-nut

Question – WHY WON’T THE SIPHON FLUSH OR FLUSH ONLY WHEN I PUMP THE HANDLE

Answer – CHECK THE QUICK RELEASE NUT IS FULLY TIGHTENED
Answer – CHECK THE SIPHON DIAPHRAGM WASHER IS FLAT TO THE PISTON BASE AND IS NOT TORN OR DAMAGED.

Answer – CHECK THE SEALING WASHER IS NOT KINKED OR TRAPPED

ASSEMBLING SIPHON
1. Push the siphon washer over the threaded tail of

the siphon.

2. Push the threaded tail down through the outlet hole
in the base of the cistern (making sure that the
siphon washer is on the inside of the cistern).

3. Put the backnut over the protuding threaded tail
and hand tighten back-nut.

4. Finally tighten further 1/2 turn using a spanner.

ATTACHING THE FLUSHPIPE
5. Place the coupling nut, followed by the sealing

washer onto the flushpipe.

6. Insert the flushpipe into the tail of the siphon
(35mm maximum) and hand tighten the coupling
nut.

3 5 & 6

Siphon Cap

Siphon u-bend

Metal C-Link

u-bend sealing washer

Bell Housing
- Piston base
- Siphon Diaphragm
washer
- Siphon Spring
- Figure 8 washer

Quick release nut
and sealing washer

Siphon Leg

WHEN RE-ASSEMBLING
AFTER MAINTENANCE,
MAKE SURE THE BELL
HOUSING FITS ONTO
THE SIPHON LEG SLIDES

6 / 7 / 9 Flush volume selector

6 Litre - upper hole open

7 Litre - lower hole open

9 Litre - both holes covered

SPILLOVER

ALL SIPHONS HAVE AN INTERNAL
OVERFLOW BUT TO USE THIS FEATURE
THE HEIGHT OF THE SIPHON MUST BE
COMPATIBLE WITH THE CISTERN SO
THE SPILLOVER IS LOWER THAN ANY
APERTURES IN THE CISTERN.
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